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METRO BUILDERS ASSOCIATION

The standard booth configuration is 10 square feet and multiples thereof.

The height restriction for all exhibits or portions thereof, including signs, is eight (8) feet

-- Expo management, in its sole discretion, may make exceptions to the height restrictions.

-- Height variances must be applied for before the show opens through Pam Lohnes via email
pam@mbabuilds.org or by phone at (262) 522-4720.

-- The height variance fee for requests made of MBA Show Management and granted prior to show
opening will be $100.00. If a high variance is assessed during the show, without prior application and
approval, a fee of $125 will be incurred by the exhibiting company in question.

Sidewalls adjoining booths may carry the background height out to within two (2) feet of the front line
-- Exhibitors in violation of sidewall restrictions will be assessed a penalty of $1,000.00.

The front two (2) feet of the space must not have equipment or display material over 42 inches in
height.
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EXHIBIT DESIGN TIPS

* Does the exhibit look inviting or forbidding?

Does the exhibit force the prospect to make a commitment by walking under a ceiling or up onto a platform?
Does the exhibit resemble a museum or a retail store?

Are bright colors used up high to attract attention and neutral colors used at eye level to prevent eye fatigue?
Is there a logical traffic flow through the exhibit?

*ALL RESTRICTIONS WILL BE STRICTLY ENFORCED



